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A— CONSTRUCTION DETAILS B
A. INSTALL 2" SCHEDULE 80, POLYVINYL CHLORIDE CONDUIT~TRENCHED.
B. INSTALL 1” LIQUID-TIGHT, FLEXIBLE NON-METALLIC ELECTRICAL
CONDUIT FOR DETECTOR WIRE SLEEVE.
C. INSTALL 12 PAIR COMMUNICATION CABLE.
D. INSTALL 12 PAIR COMMUNICATION CABLE IN EXISTING CABINET
AND TERMINATE CABLE.
E. INSTALL 6’ X 6’ (4 TURNS) LOOP DETECTOR FOR SAMPLING STATION.
F. INSTALL HANDHOLE.
G. USE EXISTING HANDHOLE.
H. USE EXISTING CONDUIT.
J. INSTALL 2 CONDUCTOR (ALUMINUM SHIELDED CABLE NO. 14 AWG)
ONE CABLE PER LOOP DETECTOR.
K. INSTALL 4" SCHEDULE 80 PVC AND 4" PVC BEND, CONDUIT-BORED
(TIE INTO EXISTING HANDHOLE ).
L. USE EXISTING POLE MOUNTED CABINET, SHA WILL REMOVE CONTROLLER
AND INSTALL RELAY PACKAGE AND TERMINAL STRIPS. - REV%SIONS ' APPRO\/ALS.
M. INSTALL TWO(2) PIECES OF 7 CONDUCTOR NO. 14 AWG CABLES AND TWO <</ P MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
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PROPOSED (2) PIECES OF 12 PAIR COMMUNICATION CABLES IN EXISTING CONDUIT. § TRAFFIC ENGINEERING DESIGN DIVISION
0. INSTALL MASTER CONTROLLER IN EXISTING BASE MOUNTED CABINET. INTERCONNECT PLAN
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